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Conbextra EP300 DP 
High strength, flowable, low exotherm, three-part epoxy resin grout for large volume pours in dynamic / repetitive load applications - gaps up to 300mm
1.0 	Grouting Requirements

1.1 	To the nominated area(s) (specify details and areas of application), grouting must be carried out using a 	high strength, flowable, low exotherm, epoxy resin grout, suitable for dynamic /repetitive load 	applications, and suitable for grouting gaps up to 300mm.

1.2 	The three-component pack is to be stored, handled and placed, strictly in accordance with the 	manufacturer’s current technical data sheet and instructions. 

1.3 	The hardened epoxy resin grout shall exhibit the following properties at 23oC: 
	 
	Compressive strength (AS1478.2 2005):
	65 MPa @ 1 day 

	
	85 MPa @ 7 days

	
	90 MPa @ 28 days

	Indirect Tensile Strength (AS1012.2.10-2000):
	14 MPa @ 28 days

	Flexural Strength (AS1012.2.11-2000):
	33 MPa @ 28 days

	Modulus of Elasticity (AS1020.17-1997):
	16 GPa

	Creep 28 days @ 2.8 MPa (ASTM C1181-00):
	@ 60°C 4.47 x 10-3 cm/cm

	Flow (AS 1478.2)
	500mm


			                            
1.4 	Fosroc Conbextra EP300 DP meets the performance criteria and is approved for this application
Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
7 Lucca Road, Wyong NSW 2259
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc, Conbextra and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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