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Renderoc® CAC
Biogenic corrosion resistant calcium aluminate cement (CAC) mortar
1.00	Preparation
	Prepare the surface to be sprayed to expose 50% diameter of the largest aggregate or a CSP of greater 	than 8.

1.10	Surface Preparation
	The substrate should be saturated with clean water to achieve an SSD (saturated surface dry) state 	immediately prior to application of the CAC mortar.

1.20	Biogenic Corrosion Resistant Mortar
	The mortar shall be a single component, blend of calcium aluminate cement and calcium aluminate 	aggregates to which only the site-addition of clean water shall be permitted.
The mortar is to be non-hazardous in accordance with Australian Inventory of Industrial Chemicals containing <0.1% RCS (Respirable Crystalline Silica).
	
	The mortar shall have the following composition:

	Constituent
	Typical % by weight

	Al2O3
	39 - 44

	CaO
	35 - 40

	SiO2
	2 - 7

	Fe2O3
	9 - 15


 
	
	The mortar shall exhibit the following typical properties:
	Compressive strength:
(AS1478.2-2005)
	>20MPa @ 7 hours

	
	>40MPa @ 24 hours

	
	>65MPa @ 28 days

	Modulus of Rupture (Flexural Strength) (AS 1012.11 - 2000):
	>4.5MPa @ 24 hours

	
	>7.5MPa @ 28 days

	Indirect Tensile strength (AS 1012.10 - 2000):
	>3.5MPa @ 28 days

	Dimensional Change (Drying shrinkage) (AS 1478.2 - 2005):
	<700 microstrain @ 56 days


. 
1.21	The mortar shall be applied by wet spray or dry spray process or hand trowel applied and cured in 	accordance with the manufacturer’s product data sheet.
1.30	Fosroc Renderoc CAC meets the performance criteria and is approved.Mar-07
Mar-07

Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton Vic 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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